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Engine air-cleaner3 Recoil guard4

VAS handle5

Tacho-Hour meter2

Pre air-cleaner with Twin Cyclone6

Top cover1

Model

MT-66HL

MT-66HRL

MT-77HRL

72

77

（H） 1,070
（W）  375
（L）  740

（W1）  285
（L1）  340

12.7 （1.300）

Weight (kg) Dimensions 
(mm)

Plate size
(mm)

50-80

Jumping stroke
 (mm)

Honda GX100
gasoline

max. output 2.1 (2.9) 

Honda GXR120 
gasoline

max. output 2.7 (3.6) 

Power source
kW (PS)

644-695 2.0

13.7 （1,400）

Impact force
kN(kgf)

Impact number
per min. 

Fuel tank
capacity (lits)

2
1

6

5 4

FEATURES
●Top cover protects Engine from rain and dust.
●Mikasa original Tacho-Hour meter is equipped 

as standard.
●Recoil guard protects Engine from out side 

shock.
●Twin Cyclone air-cleaner is equipped with two 

stage air-cleaner as standard to expand 
Engine life.

●VAS handle is equipped as standard to make 
operator easy to work.

    ＊VAS : Vibrating Absorbing System

●GXR120 specialized for Tamping Rammer is 
developed jointly with Honda.

    ＊for MT-66HRL and MT-77HRL
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