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CUTTER &
BLADE
Concrete Cutter
Wet type Diamond blade
Dust Collecting Type Dry Cutter
Dry type Diamond blade
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Equipment for outstanding functionality
(MCD-318・218・L14・012・T18H)

(MCD-318・218)(MCD-318・218・T18H)

■Tacho Hour Meter

The rear wheels are equipped with a 
differential lock mechanism for better 
straight-line stability. (MCD-318・218)

(MCD-218)
■Differential Lock Mechanism

■Electric Start

■Manual brake

■Semi-Auto Drive

■Drain Water Pipe

■Lifting Hook
(MCD-318・218・L14・T18H)

(MCD-318・ 218・ L14・T18H)

Up/Down for blade and Cutting 
work by handles.

   Wet type

■Digital Cutting Gauge ■Sprinkling Hose Block
Easy to check the cutting depth.
(MCD-318)

Easy to clean the hose.
(MCD-318)

When the blade heats 
up the edge of the blade 
expands in the direction 
of the arrows.

The cutting edge undulates

Side

Genuine blades by Mikasa have a 
strong resistance to heat that is hard 
to deform  

■High quality unique to genuine products

Mikasa genuine blades for both of wet and dry 
cutting are engineered to regulate heat so that 
they deform less when hot.
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MCD Specifications

model weight (kg) dimensions 
(mm)

blade size 
mm (inch)

cutting         
depth (mm)

arbor size 
(mm)

adjusting for 
cutting depth

traveling 
system

water tank                     
capacity         

(lits)
power source kW (PS)

MCD-L14H 100
H	 : 930
W	: 527
L	 : 1,650

254 (10'') ～ 
356 (14'') 70 ～ 120

27 manual lifting 
screw system

hand-push 26 
Honda GX200

gasoline                                    
max. output 4.3 (5.8)                                      

MCD-218CEH 184
H	 : 981
W	: 585
L	 : 1,990 254 (10'') 

～ 
457 (18'')

70 ～ 170 semi-auto drive

45
Honda GX390

gasoline                        
(electric start)                                         

max. output 8.7 (11.8) 
MCD-318HS 190

H	 : 971
W	: 542
L	 : 1,984
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MW-DA
For Asphalt

MW-DAC
For Asphalt and Concrete

MW-DC
For Concrete

MW-HEL
For Asphalt and Concrete

Wet type Diamond bladeWET

MW-RAC
For Asphalt and Concrete

Blade MW-HEL: For Cutting Asphalt and Cocrete (Economy)
model blade size 

(inch)
thickness 

(mm)
arborsize 

(mm)
12''MW-HEL 12''

3.0 27
14''MW-HEL 14''
16''MW-HEL 16''
18''MW-HEL 18''

Blade MW-DA/DC/DAC:
For Cutting Asphalt and /or Concrete (Deluxe) 

model blade size 
(inch)

thickness 
(mm)

arborsize 
(mm)

12''MW-DA/DC/DAC 12''

3.0 27
14''MW-DA/DC/DAC 14''
16''MW-DA/DC/DAC 16''
18''MW-DA/DC/DAC 18''

Blade MW-RAC: For Cutting Asphalt and Concrete (Standard)
model blade size 

(inch)
thickness 

(mm)
arborsize 

(mm)
12''MW-RAC 12''

3.0 27
14''MW-RAC 14''
16''MW-RAC 16''
18''MW-RAC 18''

MCD-L14H（100kg）

WATER

120mm

170mm

MCD-218CEH（184kg）

START WATERTacho

● Cutting Gauge




